
Comes complete with:
Safety guard for grinding, Anti-vibration side handle, Support washer, Lock nut, Lock nut spanner

Angle grinders
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Technical Data

Model: M 2000 HD/
MB 2000P HD

MA 2000 HD/
MBA 2000P HD

M 2200 HD/
MB 2200P HD

MA 2200 HD/
MBA 2200P HD

Power input: W 2000 2000 2200 2200
No load rpm: min-1 8500 6600 8500 6600
Disc diameter: mm Ø180 Ø230 Ø180 Ø230
Spindle thread: M14 M14 M14 M14
Attachment journal: mm Ø68 Ø68 Ø68 Ø68
Weight: kg 5.5 / 5.6 5.6 / 5.7 5.4 / 5.5 5.5 / 5.6

Cat. N: 12000092111/
12000092311

12000092412/
12000092612

12000093311/
12000093711

12000093512/
12000093812

Powerful  
high-reliable  
electric motor with
improved 
ventilation

3-position 
antivibration
side handle

Rear handle – ergonomic
soft-grip handle

Multifunction switch
to prevent accidental
switching on, lock-on
function and switching off.
Autostart proctection
against mains drop-out

New design of the
gear box made by

light and strong
magnesium alloy

Optimum position of the
ventilation holes

Armature bearings – 
dust protected by soft 
sealing rings

Brush holder
set – dustproof
against dust load

Spindle lock button for
convenient abrasive

disk replacement

(Index B) (Index P)

Wheel guard, equipped with
mechanism for tool-free quick

adjustment
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M 2000 HD • MB 2000P HD • MA 2000 HD • MBA 2000P HD
M 2200 HD • MB 2200P HD • MA 2200 HD • MBA 2200P HD

Considering the requirements and demands of industry, we have 
developed a new HEAVY DUTY line of Angle grinders with great 
reliability, built to sustain even the toughest working conditions.

SPARKY Professional

SPARKY HD Professional

Competitor A

Competitor B

Competitor C

Operation reliability
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